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Reinforcing Fabric

Coating Type

% Coating

Nominal Thickness (microns)

Total Coated Weight (g/sqm)

Tensile Strength (N/5cm)
(BS3424 Part 4 Method 6)

Tear Strength (N)
(BS7304 Part 4)

Coating Adhesion Strength (N/5cm)
(BS 3424 Part 7)

Porosity (mm/sec)
(EN 1SO 9237)

Surface Resistivity (m-ohms)

Operating Temperature (deg. C)

IMPORTANT NOTE: The above data is intended as a guide and is taken from the resin manufacturers data. Adtech cannot
take responsibility for the accuracy of the data. Customers must evaluate the material under relevant conditions, if the

properties are critical to their applications.

PTFE Coated Glass Cloth

Technical Properties

Glass Fabric

PTFE

66 +/-2%

143

315+/-5%

900 (Minimum)

12 (Minimum)

15 (Minimum)

N/A

N/A

-73to +260

For more information about our PTFE Coated Glass Cloth, please visit adtech.co.uk

For technical assistance, contact our customer service team:

+44 (0)1285 762000 - sales@adtech.co.uk

Adtech Polymer Engineering Ltd - Unit 40, Aston Down East, Stroud, GL6 8HX, United Kingdom
sales@adtech.co.uk
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