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Custom punched components manufactured from flexible and semi-rigid sheet

Punched Parts

materials to your drawing, sample or specification.

Adtech manufactures punched components in a wide
range of fluoropolymers, plastics, elastomers and other

flexible materials.

Parts can be produced from material supplied by Adtech
or from customer free-issued material. We can also
arrange new punch tooling for your component or use
existing customer-owned tooling where suitable.

Punched Parts Capabilities

Circular components up to 400 mm diameter

Custom shapes and profiles up to 400 mm x 500 mm
Simple washers, discs and strips

Custom profiles and more intricate punched components
Punched and scored components

Manufactured from a drawing or existing component
sample

New punch tooling can be produced as required
Customer-owned tooling can be free issued for
production

Materials we can Punch

Our current punching capability includes:

FEP

Silicone

PET

The maximum achievable thickness varies according to the density, construction and specification of
the material. Other materials and thickness requirements can be assessed by our technical team.

Adtech Polymer Engineering Ltd - Unit 40, Aston Down East, Stroud, GL6 8HX, United Kingdom

PTFE PFA
HIPS PVC
Nitrile Leather
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Punched parts are manufactured using a clicker
press and a punch tool made to the required profile.

The tooling is positioned over the sheet material and the press applies
the force needed to cut the component cleanly and repeatedly. This
makes the process suitable for both straightforward shapes and
bespoke component profiles.

Flexible Supply options

Adtech can provide the complete requirement, including material, punch tooling and finished
components.

Alternatively, customers can free issue their own sheet material and use Adtech purely as a
punching service. Existing customer-owned tooling can also be used where suitable.

This flexibility allows the punching process to fit around an existing supply chain as easily as it can
form part of a completely new component requirement.

Custom Punched Components

From straightforward washers and flat profiles to more intricate punched and scored components,
the process can be adapted to suit a wide range of component designs.

Our experience working with fluoropolymers and other engineering materials means we can also
support projects where material selection, tooling or the final component geometry requires
additional technical input.

For a new punched part requirement, send us your drawing, sample or material specification and our
team can assess the most appropriate manufacturing route.

For custom punched parts or technical assistance
+44 (0)1285 762000 - sales@adtech.co.uk
adtech.co.uk
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